
Table 17.  Refinery Net Inputs of Crude Oil and Petroleum Products by PAD and Refining Districts, 2006
         (Thousand Barrels, Except Where Noted)       

East Coast
Appalachian 

No. 1 Total IN, IL, KY
MN, WI, ND, 

SD
OK, KS, 

MO Total

Crude Oil 517,613 34,237 551,850 788,704 150,701 263,833 1,203,238
Natural Gas Liquids and LRGs 4,776 0 4,776 33,034 3,172 11,225 47,431

Pentanes Plus 0 0 0 13,909 1,977 5,698 21,584
Liquefied Petroleum Gases 4,776 0 4,776 19,125 1,195 5,527 25,847

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 786 0 786 8,013 576 1,130 9,719
Isobutane 3,990 0 3,990 11,112 619 4,397 16,128

Other Liquids -44,536 -746 -45,282 -127,775 -38,180 -6,653 -172,608
Other Hydrocarbons/Oxygenates 4,830 0 4,830 2,868 1,338 870 5,076

Other Hydrocarbons/Hydrogen 0 0 0 2,833 574 870 4,277
Oxygenates 4,830 0 4,830 35 764 0 799

 Fuel Ethanol (FE) 977 0 977 35 764 0 799
Methyl Tertiary Butyl Ether (MTBE) 3,853 0 3,853 0 0 0 0
All Other Oxygenatesa 0 0 0 0 0 0 0

Unfinished Oils (net) 53,921 -723 53,198 25,501 -600 -7,243 17,658
Naphthas and Lighter 9,549 -320 9,229 10,577 376 -1,986 8,967
Kerosene and Light Gas Oils 773 0 773 4,596 -978 -403 3,215
Heavy Gas Oils 21,265 -372 20,893 10,965 147 146 11,258
Residuum 22,334 -31 22,303 -637 -145 -5,000 -5,782

Motor Gasoline Blending Components (MGBC) (net) -103,287 -23 -103,310 -156,170 -38,918 -280 -195,368
Reformulated -107,456 0 -107,456 -93,568 -2,495 0 -96,063

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -107,456 0 -107,456 -93,568 -2,495 0 -96,063

Conventional 4,169 -23 4,146 -62,602 -36,423 -280 -99,305
CBOB for Blending with Alcohol 0 0 0 -57,998 -30,856 0 -88,854
GTAB 0 0 0 0 0 0 0
Other 4,169 -23 4,146 -4,604 -5,567 -280 -10,451

Aviation Gasoline Blending Components (net) 0 0 0 26 0 0 26
Total Input to Refineries 477,853 33,491 511,344 693,963 115,693 268,405 1,078,061

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,392 94 1,486 2,171 413 725 3,309
Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operable Utilization Rate (percent)b 86.0 98.7 86.7 92.2 93.6 92.3 92.4

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 593 17 611 741 127 198 1,066
Catalytic Hydrocracking 31 0 31 126 60 10 191
Delayed and Fluid Coking 80 0 80 166 59 80 305

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.79 1.42 0.83 1.29 2.22 0.98 1.34
API Gravity, Weighted Average (degrees) 32.29 31.69 32.25 32.20 26.75 34.40 32.0

Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operating 1,585 95 1,680 2,355 442 786 3,583
Idle 33 0 33 0 0 0 0

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 17. Refinery Net Inputs of Crude Oil and Petroleum Products by PAD and Refining Districts, 2006 (Continued)
       (Thousand Barrels, Except Where Noted)

PAD Dist. 4 PAD Dist. 5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt. West Coast U. S. Total

Crude Oil 222,737 1,257,388 1,063,271 71,728 34,689 2,649,813 201,862 956,591 5,563,354
Natural Gas Liquids and LRGs 11,695 51,568 28,199 2,517 3,130 97,109 6,313 24,287 179,916

Pentanes Plus 5,766 18,039 9,161 1,633 1,398 35,997 1,666 7,628 66,875
Liquefied Petroleum Gases 5,929 33,529 19,038 884 1,732 61,112 4,647 16,659 113,041

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 3,855 13,993 7,275 394 0 25,517 2,383 8,231 46,636
Isobutane 2,074 19,536 11,763 490 1,732 35,595 2,264 8,428 66,405

Other Liquids -16,554 -67,775 9,596 -2,052 -5,944 -82,729 -2,131 -329,831 -632,581
Other Hydrocarbons/Oxygenates 2,020 14,080 8,577 198 117 24,992 1,447 10,491 46,836

Other Hydrocarbons/Hydrogen 1,873 8,120 8,145 198 0 18,336 922 9,623 33,158
Oxygenates 147 5,960 432 0 117 6,656 525 868 13,678

 Fuel Ethanol (FE) 131 0 0 0 97 228 525 868 3,397
Methyl Tertiary Butyl Ether (MTBE) 16 5,903 432 0 20 6,371 0 0 10,224
All Other Oxygenatesa 0 57 0 0 0 57 0 0 57

Unfinished Oils (net) 2,078 83,643 62,646 -2,087 1,665 147,945 -674 23,254 241,381
Naphthas and Lighter -504 15,551 10,197 -203 1,266 26,307 560 -2,693 42,370
Kerosene and Light Gas Oils 619 -25,198 2,165 -495 225 -22,684 -2,179 1,378 -19,497
Heavy Gas Oils 1,808 76,304 26,774 -882 174 104,178 1,687 23,197 161,213
Residuum 155 16,986 23,510 -507 0 40,144 -742 1,372 57,295

Motor Gasoline Blending Components (MGBC) (net) -20,660 -165,498 -61,627 -163 -7,726 -255,674 -2,904 -363,576 -920,832
Reformulated -11,819 -161,547 -42,619 0 -7,585 -223,570 0 -331,955 -759,044

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 -5,246 0 0 0 -5,246 0 0 -5,246
RBOB for Blending with Alcohol -11,819 -156,301 -42,619 0 -7,585 -218,324 0 -331,955 -753,798

Conventional -8,841 -3,951 -19,008 -163 -141 -32,104 -2,904 -31,621 -161,788
CBOB for Blending with Alcohol -7,643 -4,661 0 0 0 -12,304 -2,453 -43,483 -147,094
GTAB 0 0 1,014 0 0 1,014 0 0 1,014
Other -1,198 710 -20,022 -163 -141 -20,814 -451 11,862 -15,708

Aviation Gasoline Blending Components (net) 8 0 0 0 0 8 0 0 34
Total Input to Refineries 217,878 1,241,181 1,101,066 72,193 31,875 2,664,193 206,044 651,047 5,110,689

Atmospheric Crude Oil Distillation
Gross Input (daily average) 620 3,491 2,981 188 95 7,375 557 2,874 15,602
Operable Capacity (daily average) 652 4,031 3,305 219 113 8,318 596 3,175 17,385
Operable Utilization Rate (percent)b,c 95.1 86.6 90.2 85.9 84.4 88.7 93.5 90.5 89.7

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 198 1,317 1,050 19 31 2,615 161 779 5,233
Catalytic Hydrocracking 51 246 223 0 0 519 15 512 1,268
Delayed and Fluid Coking 6 649 509 10 0 1,173 43 484 2,085

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.89 1.81 1.61 1.87 0.93 1.64 1.32 1.23 1.41
API Gravity, Weighted Average (degrees) 38.03 28.96 29.62 27.73 39.24 30.09 32.94 27.91 30.44

Operable Capacity (daily average) 652 4,031 3,305 219 113 8,318 596 3,175 17,385
Operating 652 3,748 3,215 213 113 7,940 596 3,147 16,946
Idle 0 283 90 6 0 378 0 28 439

Alaskan Crude Oil Receipts 0 0 243 0 0 243 0 268,492 268,735

Commodity

PAD District 3

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers 
intended for motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, “Monthly Refinery Report.”
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