
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, June 2006
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 42,488 2,903 45,391 68,573 12,629 22,515 103,717

Natural Gas Liquids and LRGs 48 0 48 2,127 245 725 3,097
Pentanes Plus 0 0 0 1,054 180 454 1,688
Liquefied Petroleum Gases 48 0 48 1,073 65 271 1,409

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 0 0 0 60 0 18 78
Isobutane 48 0 48 1,013 65 253 1,331

Other Liquids -5,758 -89 -5,847 -11,321 -3,141 279 -14,183
Other Hydrocarbons/Oxygenates 22 0 22 491 109 78 678

Other Hydrocarbons/Hydrogen 0 0 0 490 40 78 608
Oxygenates 22 0 22 1 69 0 70

 Fuel Ethanol (FE) 22 0 22 1 69 0 70
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 5,648 -91 5,557 1,386 -158 99 1,327
Naphthas and Lighter 1,481 -44 1,437 1,272 89 41 1,402
Kerosene and Light Gas Oils 50 0 50 661 25 293 979
Heavy Gas Oils 3,280 -45 3,235 -81 -256 -184 -521
Residuum 837 -2 835 -466 -16 -51 -533

Motor Gasoline Blending Components (MGBC) (net) -11,301 2 -11,299 -13,198 -3,092 102 -16,188
Reformulated -12,790 0 -12,790 -7,975 -210 0 -8,185

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -12,790 0 -12,790 -7,975 -210 0 -8,185

Conventional 1,489 2 1,491 -5,223 -2,882 102 -8,003
CBOB for Blending with Alcohol 0 0 0 -5,430 -2,854 0 -8,284
GTAB 0 0 0 0 0 0 0
Other 1,489 2 1,491 207 -28 102 281

Aviation Gasoline Blending Components (net) -127 0 -127 0 0 0 0

Total Input to Refineries 36,778 2,814 39,592 59,379 9,733 23,519 92,631

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,375 97 1,472 2,298 420 752 3,470
Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operable Utilization Rate (percent)b

85.0 101.9 85.9 97.6 95.0 95.7 96.8

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 623 17 640 789 118 208 1,115
Catalytic Hydrocracking 32 0 32 135 0 9 144
Delayed and Fluid Coking 79 0 79 171 47 87 305

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.80 1.37 0.83 1.22 2.14 1.04 1.29
API Gravity, Weighted Average (degrees) 32.54 31.87 32.49 32.60 27.71 34.30 32.38

Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operating 1,618 95 1,713 2,355 442 786 3,583
Idle 0 0 0 0 0 0 0

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, June 2006 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 18,664 110,046 88,682 5,981 2,236 225,609 17,370 83,061 475,148

Natural Gas Liquids and LRGs 1,109 3,880 2,068 227 245 7,529 378 1,294 12,346
Pentanes Plus 589 1,595 705 177 120 3,186 145 530 5,549
Liquefied Petroleum Gases 520 2,285 1,363 50 125 4,343 233 764 6,797

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 450 794 335 4 0 1,583 75 409 2,145
Isobutane 70 1,491 1,028 46 125 2,760 158 355 4,652

Other Liquids -726 -10,382 -607 -75 -362 -12,152 413 -26,215 -57,984
Other Hydrocarbons/Oxygenates 205 984 636 18 9 1,852 113 809 3,474

Other Hydrocarbons/Hydrogen 204 686 635 18 0 1,543 80 733 2,964
Oxygenates 1 298 1 0 9 309 33 76 510

 Fuel Ethanol (FE) 1 0 0 0 9 10 33 76 211
Methyl Tertiary Butyl Ether (MTBE) 0 298 1 0 0 299 0 0 299

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) 126 3,864 3,879 -112 43 7,800 442 2,491 17,617
Naphthas and Lighter -41 707 339 -8 14 1,011 94 -282 3,662
Kerosene and Light Gas Oils 41 -2,204 149 33 22 -1,959 3 -709 -1,636
Heavy Gas Oils 153 4,375 1,978 -91 7 6,422 411 2,813 12,360
Residuum -27 986 1,413 -46 0 2,326 -66 669 3,231

Motor Gasoline Blending Components (MGBC) (net) -1,052 -15,230 -5,122 19 -414 -21,799 -142 -29,515 -78,943
Reformulated -701 -17,501 -3,833 0 -398 -22,433 0 -27,082 -70,490

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -701 -17,501 -3,833 0 -398 -22,433 0 -27,082 -70,490

Conventional -351 2,271 -1,289 19 -16 634 -142 -2,433 -8,453
CBOB for Blending with Alcohol -389 -150 0 0 0 -539 -138 -3,746 -12,707
GTAB 0 0 0 0 0 0 0 0 0
Other 38 2,421 -1,289 19 -16 1,173 -4 1,313 4,254

Aviation Gasoline Blending Components (net) -5 0 0 0 0 -5 0 0 -132

Total Input to Refineries 19,047 103,544 90,143 6,133 2,119 220,986 18,161 58,140 429,510

Atmospheric Crude Oil Distillation
Gross Input (daily average) 634 3,712 3,034 187 75 7,641 584 3,004 16,171
Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 601 3,173 17,395
Operable Utilization Rate (percent)b,c

97.5 92.1 91.6 85.2 66.2 91.8 97.3 94.7 93.0

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 206 1,327 1,111 19 26 2,689 168 830 5,443
Catalytic Hydrocracking 51 236 209 0 0 496 16 555 1,243
Delayed and Fluid Coking 5 654 519 13 0 1,191 44 516 2,134

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.91 1.85 1.58 1.92 1.16 1.66 1.31 1.22 1.41
API Gravity, Weighted Average (degrees) 37.56 29.65 29.73 27.70 40.40 30.39 32.79 27.98 30.68

Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 601 3,173 17,395
Operating 651 4,031 3,280 213 113 8,286 601 3,161 17,344
Idle 0 0 33 6 0 39 0 12 51

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 24,020 24,020

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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