
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, August 2006
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 45,882 3,024 48,906 72,194 13,238 21,702 107,134

Natural Gas Liquids and LRGs 139 0 139 2,475 224 775 3,474
Pentanes Plus 0 0 0 1,187 159 412 1,758
Liquefied Petroleum Gases 139 0 139 1,288 65 363 1,716

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 0 0 0 115 4 25 144
Isobutane 139 0 139 1,173 61 338 1,572

Other Liquids -4,256 -10 -4,266 -10,280 -2,937 -803 -14,020
Other Hydrocarbons/Oxygenates 154 0 154 655 116 87 858

Other Hydrocarbons/Hydrogen 0 0 0 654 52 87 793
Oxygenates 154 0 154 1 64 0 65

 Fuel Ethanol (FE) 154 0 154 1 64 0 65
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 4,469 -7 4,462 1,891 115 -957 1,049
Naphthas and Lighter 697 -17 680 586 26 -661 -49
Kerosene and Light Gas Oils -604 0 -604 302 -69 79 312
Heavy Gas Oils 2,902 13 2,915 1,064 162 -120 1,106
Residuum 1,474 -3 1,471 -61 -4 -255 -320

Motor Gasoline Blending Components (MGBC) (net) -8,756 -3 -8,759 -12,829 -3,168 67 -15,930
Reformulated -11,526 0 -11,526 -7,887 -156 0 -8,043

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -11,526 0 -11,526 -7,887 -156 0 -8,043

Conventional 2,770 -3 2,767 -4,942 -3,012 67 -7,887
CBOB for Blending with Alcohol 0 0 0 -4,587 -2,665 0 -7,252
GTAB 0 0 0 0 0 0 0
Other 2,770 -3 2,767 -355 -347 67 -635

Aviation Gasoline Blending Components (net) -123 0 -123 3 0 0 3

Total Input to Refineries 41,765 3,014 44,779 64,389 10,525 21,674 96,588

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,443 98 1,541 2,342 427 701 3,470
Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operable Utilization Rate (percent)b

89.2 102.7 90.0 99.4 96.7 89.2 96.9

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 647 19 666 808 136 179 1,123
Catalytic Hydrocracking 31 0 31 146 0 14 160
Delayed and Fluid Coking 76 0 76 192 57 74 324

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.95 1.44 0.98 1.31 2.15 0.96 1.35
API Gravity, Weighted Average (degrees) 31.24 31.30 31.24 32.14 27.15 35.21 32.13

Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operating 1,618 95 1,713 2,355 442 786 3,583
Idle 0 0 0 0 0 0 0

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, August 2006 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 19,404 105,557 97,516 6,146 3,063 231,686 18,177 83,703 489,606

Natural Gas Liquids and LRGs 833 4,683 2,092 77 285 7,970 434 1,035 13,052
Pentanes Plus 494 1,548 548 33 123 2,746 130 343 4,977
Liquefied Petroleum Gases 339 3,135 1,544 44 162 5,224 304 692 8,075

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 279 948 368 0 0 1,595 109 332 2,180
Isobutane 60 2,187 1,176 44 162 3,629 195 360 5,895

Other Liquids -1,029 -6,048 910 -319 -448 -6,934 -99 -26,438 -51,757
Other Hydrocarbons/Oxygenates 191 920 859 21 9 2,000 116 924 4,052

Other Hydrocarbons/Hydrogen 190 722 859 21 0 1,792 78 850 3,513
Oxygenates 1 198 0 0 9 208 38 74 539

 Fuel Ethanol (FE) 1 0 0 0 9 10 38 74 341
Methyl Tertiary Butyl Ether (MTBE) 0 198 0 0 0 198 0 0 198

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) 296 10,387 5,676 -340 309 16,328 -93 1,848 23,594
Naphthas and Lighter -17 899 1,032 -96 209 2,027 163 -238 2,583
Kerosene and Light Gas Oils 64 -1,837 582 -80 27 -1,244 -169 -360 -2,065
Heavy Gas Oils 75 9,271 1,533 -115 73 10,837 123 2,290 17,271
Residuum 174 2,054 2,529 -49 0 4,708 -210 156 5,805

Motor Gasoline Blending Components (MGBC) (net) -1,520 -17,355 -5,625 0 -766 -25,266 -122 -29,210 -79,287
Reformulated -1,007 -17,802 -3,137 0 -769 -22,715 0 -26,331 -68,615

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 -904 0 0 0 -904 0 0 -904
RBOB for Blending with Alcohol -1,007 -16,898 -3,137 0 -769 -21,811 0 -26,331 -67,711

Conventional -513 447 -2,488 0 3 -2,551 -122 -2,879 -10,672
CBOB for Blending with Alcohol -453 -608 0 0 0 -1,061 -86 -3,559 -11,958
GTAB 0 0 185 0 0 185 0 0 185
Other -60 1,055 -2,673 0 3 -1,675 -36 680 1,101

Aviation Gasoline Blending Components (net) 4 0 0 0 0 4 0 0 -116

Total Input to Refineries 19,208 104,192 100,518 5,904 2,900 232,722 18,512 58,300 450,901

Atmospheric Crude Oil Distillation
Gross Input (daily average) 644 3,484 3,256 194 99 7,676 588 2,939 16,215
Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 596 3,173 17,390
Operable Utilization Rate (percent)b,c

99.0 86.4 98.3 88.4 87.7 92.2 98.8 92.6 93.2

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 215 1,450 1,129 19 33 2,847 168 797 5,601
Catalytic Hydrocracking 55 267 238 0 0 560 15 543 1,309
Delayed and Fluid Coking 6 650 560 8 0 1,224 42 468 2,134

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.91 1.74 1.54 1.91 0.79 1.58 1.38 1.26 1.41
API Gravity, Weighted Average (degrees) 37.31 29.83 30.11 27.63 38.05 30.63 32.43 27.47 30.53

Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 596 3,173 17,390
Operating 651 3,824 3,296 213 113 8,095 596 3,161 17,148
Idle 0 207 17 6 0 230 0 12 242

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 20,074 20,074

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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