Table 29. Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, September 2006

(Thousand Barrels, Except Where Noted)

PAD District 1

PAD District 2

Commodity Appalachian
East Coast No. 1 Total IN, IL, KY | MN, WI, ND, SD | OK, KS, MO Total
Crude Oil 46,216 2,904 49,120 65,682 11,479 22,610 99,771
Natural Gas Liquids and LRGs 213 0 213 2,482 173 913 3,568
Pentanes Plus 0 0 0 1,176 119 487 1,782
Liquefied Petroleum Gases 213 0 213 1,306 54 426 1,786
Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 147 0 147 284 0 83 367
Isobutane 66 0 66 1,022 54 343 1,419
Other Liquids -5,555 =77 -5,632 -10,000 -2,990 -713 -13,703
Other Hydrocarbons/Oxygenates 134 0 134 498 109 93 700
Other Hydrocarbons/Hydrogen 0 0 0 497 49 93 639
Oxygenates 134 0 134 1 60 0 61
Fuel Ethanol (FE) 134 0 134 1 60 0 61
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0
All Other Oxygenates® 0 0 0 0 0 0 0
Unfinished Qils (net) 5,369 -75 5,294 3,182 -598 -606 1,978
Naphthas and Lighter 940 -41 899 1,353 -160 -294 899
Kerosene and Light Gas Oils 233 0 233 513 29 2 540
Heavy Gas Oils 1,899 -32 1,867 1,468 -428 316 1,356
Residuum 2,297 -2 2,295 -152 -39 -626 -817
Motor Gasoline Blending Components (MGBC) (net) -10,888 -2 -10,890 -13,704 -2,501 -200 -16,405
Reformulated -10,304 0 -10,304 -7,438 -134 0 -7,572
GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -10,304 0 -10,304 -7,438 -134 0 -7,572
Conventional -584 -2 -586 -6,266 -2,367 -200 -8,833
CBOB for Blending with Alcohol 0 0 0 -5,266 -1,965 0 -7,231
GTAB 0 0 0 0 0 0 0
Other -584 -2 -586 -1,000 -402 -200 -1,602
Aviation Gasoline Blending Components (net) -170 0 -170 24 0 0 24
Total Input to Refineries 40,874 2,827 43,701 58,164 8,662 22,810 89,636
Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,501 95 1,597 2,207 383 755 3,345
Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operable Utilization Rate (percent)” 92.8 100.5 93.2 93.7 86.8 96.0 93.4
Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 654 19 673 743 105 212 1,061
Catalytic Hydrocracking 37 0 37 139 0 14 153
Delayed and Fluid Coking 81 0 81 178 43 78 298
Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.88 1.52 0.91 1.33 2.02 1.0 1.33
API Gravity, Weighted Average (degrees) 31.61 30.61 31.55 31.90 27.55 34.48 31.98
Operable Capacity (daily average) 1,618 95 1,713 2,355 442 786 3,583
Operating 1,618 95 1,713 2,355 442 786 3,583
Idle 0 0 0 0 0 0 0
Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

See footnotes at end of table.
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Table 29. Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, September 2006 (Continued)

(Thousand Barrels, Except Where Noted)

PAD Dist. | PAD Dist.
PAD District 3 4 5
Commodity
Texas | Texas Gulf | LA Gulf New West
Inland Coast Coast |N.LA, AR| Mexico Total Rocky Mt.| Coast |U.S. Total
Crude Oil 18,994 104,318 93,413 5,966 2,988 225,679 17,002 80,538 472,110
Natural Gas Liquids and LRGs 809 4,419 2,547 215 271 8,261 492 1,537 14,071
Pentanes Plus 473 1,381 776 145 122 2,897 127 547 5,353
Liquefied Petroleum Gases 336 3,038 1,771 70 149 5,364 365 990 8,718
Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 273 1,066 640 31 0 2,010 184 563 3,271
Isobutane 63 1,972 1,131 39 149 3,354 181 427 5,447
Other Liquids -1,164 -6,791 736 -145 -537 -7,901 -837 -26,669 -54,742
Other Hydrocarbons/Oxygenates 170 908 834 16 7 1,935 122 849 3,740
Other Hydrocarbons/Hydrogen 161 689 834 16 0 1,700 83 781 3,203
Oxygenates 9 219 0 0 7 235 39 68 537
Fuel Ethanol (FE) 9 0 0 0 7 16 39 68 318
Methyl Tertiary Butyl Ether (MTBE) 0 219 0 0 0 219 0 0 219
All Other Oxygenates® 0 0 0 0 0 0 0 0 0
Unfinished Qils (net) -18 11,708 5,287 -141 168 17,004 -487 965 24,754
Naphthas and Lighter -266 2,639 417 -18 126 2,898 83 -35 4,744
Kerosene and Light Gas Oils 56 -1,779 867 -52 14 -894 -164 -824 -1,109
Heavy Gas Oils 233 7,469 2,027 -18 28 9,739 -194 1,358 14,126
Residuum -4 3,379 1,976 -53 0 5,261 -212 466 6,993
Motor Gasoline Blending Components (MGBC) (net) -1,317 -19,407 -5,385 -20 -712 -26,841 -472 -28,483 -83,091
Reformulated -937 -17,434 -3,705 0 -662 -22,738 0 -26,149 -66,763
GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 -969 0 0 0 -969 0 0 -969
RBOB for Blending with Alcohol -937 -16,465 -3,705 0 -662 -21,769 0 -26,149 -65,794
Conventional -380 -1,973 -1,680 -20 -50 -4,103 -472 -2,334 -16,328
CBOB for Blending with Alcohol -482 -683 0 0 0 -1,165 -180 -3,177 -11,753
GTAB 0 0 300 0 0 300 0 0 300
Other 102 -1,290 -1,980 -20 -50 -3,238 -292 843 -4,875
Aviation Gasoline Blending Components (net) 1 0 0 0 0 1 0 0 -145
Total Input to Refineries 18,639 101,946 96,696 6,036 2,722 226,039 16,657 55,406 431,439
Atmospheric Crude Oil Distillation
Gross Input (daily average) 652 3,574 3,206 188 100 7,720 571 2,942 16,174
Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 596 3,173 17,390
Operable Utilization Rate (percent)>® 100.2 88.7 96.8 86.0 88.5 92.7 95.8 92.7 93.0
Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 215 1,404 1,119 19 32 2,788 154 785 5,462
Catalytic Hydrocracking 54 263 256 0 0 573 15 493 1,271
Delayed and Fluid Coking 6 698 559 13 0 1,276 36 485 2,176
Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.99 1.78 1.54 1.87 0.81 1.60 1.32 1.21 1.40
API Gravity, Weighted Average (degrees) 37.42 28.72 30.09 27.45 37.69 30.09 32.78 27.81 30.35
Operable Capacity (daily average) 651 4,031 3,312 219 113 8,325 596 3,173 17,390
Operating 651 3,824 3,283 213 113 8,082 596 3,149 17,123
Idle 0 207 30 6 0 243 0 25 267
Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 18,013 18,013

? Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for

motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).

b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding. Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, “Monthly Refinery Report.”
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