
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, January 2007
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 43,814 3,018 46,832 67,468 11,718 22,871 102,057

Natural Gas Liquids and LRGs 312 0 312 3,690 296 706 4,692
Pentanes Plus 0 0 0 1,217 107 223 1,547
Liquefied Petroleum Gases 312 0 312 2,473 189 483 3,145

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 211 0 211 1,581 143 150 1,874
Isobutane 101 0 101 892 46 333 1,271

Other Liquids -7,787 -136 -7,923 -12,041 -3,552 -226 -15,819
Other Hydrocarbons/Oxygenates 75 0 75 290 118 150 558

Other Hydrocarbons/Hydrogen 0 0 0 286 55 150 491
Oxygenates 75 0 75 4 63 0 67

 Fuel Ethanol (FE) 75 0 75 4 63 0 67
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 5,144 -128 5,016 374 -182 -313 -121
Naphthas and Lighter 1,051 -36 1,015 258 -48 -240 -30
Kerosene and Light Gas Oils 116 0 116 110 -77 57 90
Heavy Gas Oils 1,554 -90 1,464 55 -27 265 293
Residuum 2,423 -2 2,421 -49 -30 -395 -474

Motor Gasoline Blending Components (MGBC) (net) -12,836 -8 -12,844 -12,708 -3,488 -63 -16,259
Reformulated -11,366 0 -11,366 -7,879 -321 0 -8,200

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -11,366 0 -11,366 -7,879 -321 0 -8,200

Conventional -1,470 -8 -1,478 -4,829 -3,167 -63 -8,059
CBOB for Blending with Alcohol 0 0 0 -4,664 -2,293 0 -6,957
GTAB 0 0 0 0 0 0 0
Other -1,470 -8 -1,478 -165 -874 -63 -1,102

Aviation Gasoline Blending Components (net) -170 0 -170 3 0 0 3

Total Input to Refineries 36,339 2,882 39,221 59,117 8,462 23,351 90,930

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,416 97 1,513 2,190 378 740 3,308
Operable Capacity (daily average) 1,623 95 1,718 2,354 442 791 3,587
Operable Utilization Rate (percent)b

87.3 102.5 88.1 93.0 85.5 93.5 92.2

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 640 17 657 715 126 203 1,044
Catalytic Hydrocracking 42 0 42 128 62 45 235
Delayed and Fluid Coking 90 0 90 196 63 79 338

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.59 1.47 0.65 1.39 2.21 0.97 1.39
API Gravity, Weighted Average (degrees) 33.48 31.28 33.33 31.90 26.95 34.90 32.0

Operable Capacity (daily average) 1,623 95 1,718 2,354 442 791 3,587
Operating 1,563 95 1,658 2,349 442 791 3,582
Idle 60 0 60 6 0 0 6

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, January 2007 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 18,532 102,106 91,816 5,256 3,002 220,712 16,833 77,452 463,886

Natural Gas Liquids and LRGs 1,045 4,546 2,523 150 163 8,427 650 2,521 16,602
Pentanes Plus 441 1,377 687 43 3 2,551 153 757 5,008
Liquefied Petroleum Gases 604 3,169 1,836 107 160 5,876 497 1,764 11,594

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 395 1,557 964 71 2 2,989 329 1,243 6,646
Isobutane 209 1,612 872 36 158 2,887 168 521 4,948

Other Liquids -2,704 -6,444 -1,183 -166 -478 -10,975 -33 -30,489 -65,239
Other Hydrocarbons/Oxygenates 182 805 709 21 7 1,724 186 905 3,448

Other Hydrocarbons/Hydrogen 165 685 709 21 0 1,580 119 835 3,025
Oxygenates 17 120 0 0 7 144 67 70 423

 Fuel Ethanol (FE) 17 0 0 0 7 24 67 70 303
Methyl Tertiary Butyl Ether (MTBE) 0 120 0 0 0 120 0 0 120

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) 25 8,601 3,351 -173 154 11,958 65 482 17,400
Naphthas and Lighter -314 1,160 -1,248 -100 103 -399 47 -657 -24
Kerosene and Light Gas Oils -85 -2,354 -448 -59 16 -2,930 -280 -554 -3,558
Heavy Gas Oils 456 7,122 3,121 23 35 10,757 294 1,061 13,869
Residuum -32 2,673 1,926 -37 0 4,530 4 632 7,113

Motor Gasoline Blending Components (MGBC) (net) -2,903 -15,850 -5,243 -14 -639 -24,649 -284 -31,876 -85,912
Reformulated -1,717 -14,422 -4,205 0 -749 -21,093 0 -27,831 -68,490

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -1,717 -14,422 -4,205 0 -749 -21,093 0 -27,831 -68,490

Conventional -1,186 -1,428 -1,038 -14 110 -3,556 -284 -4,045 -17,422
CBOB for Blending with Alcohol -692 -694 0 0 0 -1,386 -330 -4,436 -13,109
GTAB 0 0 0 0 0 0 0 0 0
Other -494 -734 -1,038 -14 110 -2,170 46 391 -4,313

Aviation Gasoline Blending Components (net) -8 0 0 0 0 -8 0 0 -175

Total Input to Refineries 16,873 100,208 93,156 5,240 2,687 218,164 17,450 49,484 415,249

Atmospheric Crude Oil Distillation
Gross Input (daily average) 606 3,352 3,050 168 97 7,272 545 2,746 15,385
Operable Capacity (daily average) 670 4,022 3,335 219 122 8,367 598 3,186 17,455
Operable Utilization Rate (percent)b,c

90.4 83.3 91.5 76.7 79.6 86.9 91.1 86.2 88.1

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 198 1,348 1,099 18 33 2,696 173 729 5,298
Catalytic Hydrocracking 39 228 240 0 0 508 13 411 1,209
Delayed and Fluid Coking 6 623 492 5 0 1,126 43 462 2,058

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.87 1.74 1.57 1.70 0.57 1.58 1.38 1.29 1.39
API Gravity, Weighted Average (degrees) 38.51 29.90 29.98 28.41 39.09 30.72 32.69 27.99 30.86

Operable Capacity (daily average) 670 4,022 3,335 219 122 8,367 598 3,186 17,455
Operating 670 3,678 3,318 213 122 8,001 598 3,171 17,009
Idle 0 344 17 6 0 366 0 15 447

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 25,796 25,796

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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