
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, March 2007
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 39,870 1,996 41,866 67,569 13,028 19,240 99,837

Natural Gas Liquids and LRGs 200 0 200 2,259 243 597 3,099
Pentanes Plus 0 0 0 1,103 157 352 1,612
Liquefied Petroleum Gases 200 0 200 1,156 86 245 1,487

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 79 0 79 322 31 0 353
Isobutane 121 0 121 834 55 245 1,134

Other Liquids -3,706 66 -3,640 -12,602 -3,333 -1,199 -17,134
Other Hydrocarbons/Oxygenates 200 0 200 276 111 131 518

Other Hydrocarbons/Hydrogen 27 0 27 273 49 131 453
Oxygenates 173 0 173 3 62 0 65

 Fuel Ethanol (FE) 173 0 173 3 62 0 65
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 6,484 62 6,546 1,344 -206 -1,392 -254
Naphthas and Lighter 1,219 -2 1,217 135 -10 -689 -564
Kerosene and Light Gas Oils -179 0 -179 139 -17 -149 -27
Heavy Gas Oils 2,462 66 2,528 1,115 -194 -20 901
Residuum 2,982 -2 2,980 -45 15 -534 -564

Motor Gasoline Blending Components (MGBC) (net) -10,390 4 -10,386 -14,225 -3,238 62 -17,401
Reformulated -9,696 0 -9,696 -7,566 -230 0 -7,796

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -9,696 0 -9,696 -7,566 -230 0 -7,796

Conventional -694 4 -690 -6,659 -3,008 62 -9,605
CBOB for Blending with Alcohol 0 0 0 -5,339 -2,315 0 -7,654
GTAB 0 0 0 0 0 0 0
Other -694 4 -690 -1,320 -693 62 -1,951

Aviation Gasoline Blending Components (net) 0 0 0 3 0 0 3

Total Input to Refineries 36,364 2,062 38,426 57,226 9,938 18,638 85,802

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,232 64 1,296 2,202 421 623 3,246
Operable Capacity (daily average) 1,623 95 1,718 2,354 442 791 3,587
Operable Utilization Rate (percent)b

75.9 67.8 75.5 93.5 95.4 78.8 90.5

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 587 12 600 745 120 139 1,004
Catalytic Hydrocracking 38 0 38 136 85 52 274
Delayed and Fluid Coking 91 0 91 177 65 51 292

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.87 1.11 0.89 1.37 2.36 0.92 1.41
API Gravity, Weighted Average (degrees) 31.39 34.35 31.53 32.42 26.28 34.50 32.02

Operable Capacity (daily average) 1,623 95 1,718 2,354 442 791 3,587
Operating 1,623 95 1,718 2,349 442 791 3,582
Idle 0 0 0 6 0 0 6

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, March 2007 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 14,972 108,006 99,488 6,112 3,253 231,831 16,564 70,053 460,151

Natural Gas Liquids and LRGs 992 3,447 2,697 263 240 7,639 437 1,939 13,314
Pentanes Plus 450 1,364 895 211 105 3,025 88 611 5,336
Liquefied Petroleum Gases 542 2,083 1,802 52 135 4,614 349 1,328 7,978

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 308 439 716 11 0 1,474 177 621 2,704
Isobutane 234 1,644 1,086 41 135 3,140 172 707 5,274

Other Liquids -1,169 -9,171 -998 -468 -350 -12,156 -426 -24,090 -57,446
Other Hydrocarbons/Oxygenates 189 894 900 20 12 2,015 149 847 3,729

Other Hydrocarbons/Hydrogen 168 722 900 20 0 1,810 108 772 3,170
Oxygenates 21 172 0 0 12 205 41 75 559

 Fuel Ethanol (FE) 21 0 0 0 12 33 41 75 387
Methyl Tertiary Butyl Ether (MTBE) 0 172 0 0 0 172 0 0 172

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) -155 5,081 3,911 -491 195 8,541 -197 626 15,262
Naphthas and Lighter -233 1,336 -1,065 -165 166 39 -87 -32 573
Kerosene and Light Gas Oils -3 -2,547 590 -93 13 -2,040 -173 -896 -3,315
Heavy Gas Oils 172 6,183 2,703 -194 16 8,880 206 1,790 14,305
Residuum -91 109 1,683 -39 0 1,662 -143 -236 3,699

Motor Gasoline Blending Components (MGBC) (net) -1,206 -15,146 -5,809 3 -557 -22,715 -378 -25,563 -76,443
Reformulated -732 -13,500 -4,353 0 -631 -19,216 0 -24,979 -61,687

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -732 -13,500 -4,353 0 -631 -19,216 0 -24,979 -61,687

Conventional -474 -1,646 -1,456 3 74 -3,499 -378 -584 -14,756
CBOB for Blending with Alcohol -435 -426 0 0 0 -861 -350 -4,053 -12,918
GTAB 0 0 0 0 0 0 0 0 0
Other -39 -1,220 -1,456 3 74 -2,638 -28 3,469 -1,838

Aviation Gasoline Blending Components (net) 3 0 0 0 0 3 0 0 6

Total Input to Refineries 14,795 102,282 101,187 5,907 3,143 227,314 16,575 47,902 416,019

Atmospheric Crude Oil Distillation
Gross Input (daily average) 494 3,512 3,295 191 105 7,597 538 2,516 15,194
Operable Capacity (daily average) 670 4,036 3,335 213 122 8,375 598 3,186 17,463
Operable Utilization Rate (percent)b,c

73.7 87.0 98.8 89.7 86.3 90.7 90.0 79.0 87.0

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 158 1,341 1,124 19 31 2,674 138 655 5,071
Catalytic Hydrocracking 27 203 238 0 0 468 17 398 1,195
Delayed and Fluid Coking 6 627 524 10 0 1,166 41 442 2,032

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 1.04 1.82 1.62 1.55 0.54 1.66 1.42 1.20 1.46
API Gravity, Weighted Average (degrees) 37.02 28.91 29.60 30.99 39.22 29.94 32.93 27.90 30.32

Operable Capacity (daily average) 670 4,036 3,335 213 122 8,375 598 3,186 17,463
Operating 499 3,829 3,318 213 122 7,980 598 3,171 17,048
Idle 171 207 17 0 0 395 0 15 415

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 23,360 23,360

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, “Monthly Refinery Report.”
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