
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, June 2007
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 43,408 2,998 46,406 64,366 11,898 20,656 96,920

Natural Gas Liquids and LRGs 404 0 404 1,924 253 901 3,078
Pentanes Plus 0 0 0 925 200 595 1,720
Liquefied Petroleum Gases 404 0 404 999 53 306 1,358

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 0 0 0 48 0 4 52
Isobutane 404 0 404 951 53 302 1,306

Other Liquids -5,517 13 -5,504 -9,120 -3,446 500 -12,066
Other Hydrocarbons/Oxygenates 179 0 179 283 126 125 534

Other Hydrocarbons/Hydrogen 1 0 1 280 48 125 453
Oxygenates 178 0 178 3 78 0 81

 Fuel Ethanol (FE) 178 0 178 3 78 0 81
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 5,162 10 5,172 3,033 -423 327 2,937
Naphthas and Lighter 887 -14 873 850 -18 -60 772
Kerosene and Light Gas Oils -103 0 -103 1,545 -34 85 1,596
Heavy Gas Oils 1,675 30 1,705 1,083 -286 187 984
Residuum 2,703 -6 2,697 -445 -85 115 -415

Motor Gasoline Blending Components (MGBC) (net) -10,858 3 -10,855 -12,423 -3,149 48 -15,524
Reformulated -11,644 0 -11,644 -7,438 -235 0 -7,673

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -11,644 0 -11,644 -7,438 -235 0 -7,673

Conventional 786 3 789 -4,985 -2,914 48 -7,851
CBOB for Blending with Alcohol 0 0 0 -4,498 -2,654 0 -7,152
GTAB 0 0 0 0 0 0 0
Other 786 3 789 -487 -260 48 -699

Aviation Gasoline Blending Components (net) 0 0 0 -13 0 0 -13

Total Input to Refineries 38,295 3,011 41,306 57,170 8,705 22,057 87,932

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,403 100 1,503 2,158 398 675 3,230
Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operable Utilization Rate (percent)b

86.5 99.9 87.2 91.6 90.2 85.2 90.1

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 657 20 678 767 119 208 1,094
Catalytic Hydrocracking 23 0 23 156 62 58 276
Delayed and Fluid Coking 84 0 84 171 62 80 313

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.81 1.55 0.85 1.29 2.38 1.14 1.39
API Gravity, Weighted Average (degrees) 32.75 31.72 32.68 32.99 26.61 33.56 32.33

Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operating 1,543 100 1,643 2,349 442 791 3,582
Idle 80 0 80 6 0 0 6

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.

40 Energy Information Administration/Petroleum Supply Monthly, August 2007



Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, June 2007 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 14,698 101,126 94,883 5,759 3,286 219,752 17,161 77,018 457,257

Natural Gas Liquids and LRGs 1,067 4,221 2,151 165 255 7,859 503 1,591 13,435
Pentanes Plus 542 1,713 734 106 101 3,196 169 487 5,572
Liquefied Petroleum Gases 525 2,508 1,417 59 154 4,663 334 1,104 7,863

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 333 783 279 0 0 1,395 112 380 1,939
Isobutane 192 1,725 1,138 59 154 3,268 222 724 5,924

Other Liquids -206 -2,905 -1,492 -233 -546 -5,382 -714 -24,029 -47,695
Other Hydrocarbons/Oxygenates 98 1,031 875 23 11 2,038 140 960 3,851

Other Hydrocarbons/Hydrogen 98 886 875 23 0 1,882 96 881 3,313
Oxygenates 0 145 0 0 11 156 44 79 538

 Fuel Ethanol (FE) 0 0 0 0 11 11 44 79 393
Methyl Tertiary Butyl Ether (MTBE) 0 145 0 0 0 145 0 0 145

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) 795 12,814 3,251 -244 156 16,772 -446 3,367 27,802
Naphthas and Lighter 204 2,782 -1,477 -83 113 1,539 -272 353 3,265
Kerosene and Light Gas Oils 312 -482 530 -107 6 259 -91 173 1,834
Heavy Gas Oils 200 10,234 2,855 -1 37 13,325 60 2,258 18,332
Residuum 79 280 1,343 -53 0 1,649 -143 583 4,371

Motor Gasoline Blending Components (MGBC) (net) -1,101 -16,750 -5,618 -12 -713 -24,194 -408 -28,356 -79,337
Reformulated -457 -15,211 -3,491 0 -688 -19,847 0 -27,202 -66,366

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -457 -15,211 -3,491 0 -688 -19,847 0 -27,202 -66,366

Conventional -644 -1,539 -2,127 -12 -25 -4,347 -408 -1,154 -12,971
CBOB for Blending with Alcohol -419 -542 0 0 0 -961 -92 -3,102 -11,307
GTAB 0 0 0 0 0 0 0 0 0
Other -225 -997 -2,127 -12 -25 -3,386 -316 1,948 -1,664

Aviation Gasoline Blending Components (net) 2 0 0 0 0 2 0 0 -11

Total Input to Refineries 15,559 102,442 95,542 5,691 2,995 222,229 16,950 54,580 422,997

Atmospheric Crude Oil Distillation
Gross Input (daily average) 461 3,384 3,234 180 110 7,369 577 2,760 15,438
Operable Capacity (daily average) 670 4,016 3,335 213 122 8,355 598 3,186 17,448
Operable Utilization Rate (percent)b,c

68.9 84.3 97.0 84.3 90.1 88.2 96.4 86.6 88.5

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 149 1,359 1,108 17 33 2,667 164 766 5,368
Catalytic Hydrocracking 30 265 235 0 0 530 16 508 1,354
Delayed and Fluid Coking 5 616 514 13 0 1,148 34 455 2,034

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.69 1.94 1.62 1.57 0.57 1.69 1.45 1.17 1.45
API Gravity, Weighted Average (degrees) 38.09 28.22 29.58 30.06 38.25 29.65 32.28 29.08 30.52

Operable Capacity (daily average) 670 4,016 3,335 213 122 8,355 598 3,186 17,448
Operating 524 3,804 3,318 213 122 7,980 598 3,161 16,964
Idle 146 212 17 0 0 375 0 25 485

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 21,870 21,870

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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