
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, July 2007
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 44,985 3,109 48,094 67,000 13,314 18,747 99,061

Natural Gas Liquids and LRGs 570 0 570 2,291 262 774 3,327
Pentanes Plus 0 0 0 1,096 213 544 1,853
Liquefied Petroleum Gases 570 0 570 1,195 49 230 1,474

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 0 0 0 75 0 14 89
Isobutane 570 0 570 1,120 49 216 1,385

Other Liquids -4,405 -10 -4,415 -9,748 -3,258 -537 -13,543
Other Hydrocarbons/Oxygenates 197 0 197 328 127 128 583

Other Hydrocarbons/Hydrogen 1 0 1 323 48 128 499
Oxygenates 196 0 196 5 79 0 84

 Fuel Ethanol (FE) 196 0 196 5 79 0 84
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 5,529 -17 5,512 3,314 169 -595 2,888
Naphthas and Lighter 1,152 -17 1,135 540 28 -142 426
Kerosene and Light Gas Oils -28 0 -28 1,319 -66 -32 1,221
Heavy Gas Oils 1,183 2 1,185 1,392 283 -141 1,534
Residuum 3,222 -2 3,220 63 -76 -280 -293

Motor Gasoline Blending Components (MGBC) (net) -10,131 7 -10,124 -13,381 -3,554 -70 -17,005
Reformulated -10,913 0 -10,913 -7,787 -203 -100 -8,090

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -10,913 0 -10,913 -7,787 -203 -100 -8,090

Conventional 782 7 789 -5,594 -3,351 30 -8,915
CBOB for Blending with Alcohol 0 0 0 -4,857 -3,055 0 -7,912
GTAB 0 0 0 0 0 0 0
Other 782 7 789 -737 -296 30 -1,003

Aviation Gasoline Blending Components (net) 0 0 0 -9 0 0 -9

Total Input to Refineries 41,150 3,099 44,249 59,543 10,318 18,984 88,845

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,416 100 1,517 2,171 432 605 3,208
Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operable Utilization Rate (percent)b

87.3 100.3 88.1 92.2 97.9 76.5 89.4

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 627 19 646 748 138 160 1,046
Catalytic Hydrocracking 34 0 34 137 74 54 265
Delayed and Fluid Coking 90 0 90 191 61 66 318

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.88 1.63 0.93 1.29 2.44 1.05 1.40
API Gravity, Weighted Average (degrees) 31.71 31.48 31.70 32.81 25.84 34.07 32.10

Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operating 1,543 100 1,643 2,349 442 791 3,582
Idle 80 0 80 6 0 0 6

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, July 2007 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 19,190 109,999 99,164 6,245 3,283 237,881 18,257 82,227 485,520

Natural Gas Liquids and LRGs 897 4,250 2,320 183 271 7,921 574 1,646 14,038
Pentanes Plus 438 1,606 818 131 122 3,115 186 475 5,629
Liquefied Petroleum Gases 459 2,644 1,502 52 149 4,806 388 1,171 8,409

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 241 804 323 0 0 1,368 126 424 2,007
Isobutane 218 1,840 1,179 52 149 3,438 262 747 6,402

Other Liquids -1,592 -6,707 -1,826 -133 -478 -10,736 -572 -27,925 -57,191
Other Hydrocarbons/Oxygenates 132 1,013 759 23 9 1,936 157 990 3,863

Other Hydrocarbons/Hydrogen 132 830 759 23 0 1,744 113 913 3,270
Oxygenates 0 183 0 0 9 192 44 77 593

 Fuel Ethanol (FE) 0 0 0 0 9 9 44 77 410
Methyl Tertiary Butyl Ether (MTBE) 0 183 0 0 0 183 0 0 183

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) 100 9,536 2,441 -133 178 12,122 -334 3,003 23,191
Naphthas and Lighter 64 509 -250 -16 125 432 -47 -160 1,786
Kerosene and Light Gas Oils -46 -502 -351 -12 21 -890 -353 235 185
Heavy Gas Oils 411 9,237 1,955 -50 32 11,585 164 2,659 17,127
Residuum -329 292 1,087 -55 0 995 -98 269 4,093

Motor Gasoline Blending Components (MGBC) (net) -1,825 -17,256 -5,026 -23 -665 -24,795 -395 -31,918 -84,237
Reformulated -965 -16,547 -3,993 0 -654 -22,159 0 -29,299 -70,461

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -965 -16,547 -3,993 0 -654 -22,159 0 -29,299 -70,461

Conventional -860 -709 -1,033 -23 -11 -2,636 -395 -2,619 -13,776
CBOB for Blending with Alcohol -410 -511 0 0 0 -921 -185 -3,517 -12,535
GTAB 0 0 0 0 0 0 0 0 0
Other -450 -198 -1,033 -23 -11 -1,715 -210 898 -1,241

Aviation Gasoline Blending Components (net) 1 0 0 0 0 1 0 0 -8

Total Input to Refineries 18,495 107,542 99,658 6,295 3,076 235,066 18,259 55,948 442,367

Atmospheric Crude Oil Distillation
Gross Input (daily average) 636 3,576 3,223 194 106 7,735 593 2,864 15,918
Operable Capacity (daily average) 670 4,016 3,335 213 122 8,355 598 3,186 17,448
Operable Utilization Rate (percent)b,c

95.0 89.1 96.7 90.8 87.1 92.6 99.1 89.9 91.2

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 192 1,403 1,117 19 33 2,764 177 788 5,421
Catalytic Hydrocracking 42 235 221 0 0 498 16 509 1,323
Delayed and Fluid Coking 6 613 531 9 0 1,159 41 472 2,079

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.91 1.93 1.55 1.61 0.59 1.66 1.40 1.21 1.45
API Gravity, Weighted Average (degrees) 37.32 28.0 29.31 30.09 38.16 29.50 31.74 29.18 30.27

Operable Capacity (daily average) 670 4,016 3,335 213 122 8,355 598 3,186 17,448
Operating 670 3,804 3,318 213 122 8,126 598 3,161 17,110
Idle 0 212 17 0 0 229 0 25 339

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 24,008 24,008

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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