
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, November 2007
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 45,032 2,503 47,535 58,643 13,154 21,147 92,944

Natural Gas Liquids and LRGs 678 0 678 2,800 420 674 3,894
Pentanes Plus 0 0 0 627 298 267 1,192
Liquefied Petroleum Gases 678 0 678 2,173 122 407 2,702

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 306 0 306 1,263 86 88 1,437
Isobutane 372 0 372 910 36 319 1,265

Other Liquids -7,336 -52 -7,388 -12,068 -3,512 -1,084 -16,664
Other Hydrocarbons/Oxygenates 190 0 190 300 135 101 536

Other Hydrocarbons/Hydrogen 10 0 10 295 58 101 454
Oxygenates 180 0 180 5 77 0 82

 Fuel Ethanol (FE) 180 0 180 5 77 0 82
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 4,138 -45 4,093 3,127 150 -1,262 2,015
Naphthas and Lighter 897 -33 864 1,253 27 -415 865
Kerosene and Light Gas Oils 8 0 8 854 -100 -477 277
Heavy Gas Oils 1,853 -11 1,842 1,039 248 11 1,298
Residuum 1,380 -1 1,379 -19 -25 -381 -425

Motor Gasoline Blending Components (MGBC) (net) -11,664 -7 -11,671 -15,511 -3,797 77 -19,231
Reformulated -11,001 0 -11,001 -8,731 -290 0 -9,021

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -11,001 0 -11,001 -8,731 -290 0 -9,021

Conventional -663 -7 -670 -6,780 -3,507 77 -10,210
CBOB for Blending with Alcohol 0 0 0 -5,929 -2,635 0 -8,564
GTAB 0 0 0 0 0 0 0
Other -663 -7 -670 -851 -872 77 -1,646

Aviation Gasoline Blending Components (net) 0 0 0 16 0 0 16

Total Input to Refineries 38,374 2,451 40,825 49,375 10,062 20,737 80,174

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,472 83 1,555 1,973 439 708 3,120
Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operable Utilization Rate (percent)b

90.7 83.4 90.3 83.8 99.5 89.5 87.0

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 670 14 684 689 75 186 950
Catalytic Hydrocracking 35 0 35 143 16 48 207
Delayed and Fluid Coking 90 0 90 151 13 87 251

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.77 1.44 0.80 1.30 2.28 1.05 1.38
API Gravity, Weighted Average (degrees) 32.20 31.81 32.17 32.07 26.80 33.68 31.71

Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operating 1,609 100 1,709 2,349 442 791 3,582
Idle 14 0 14 6 0 0 6

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, November 2007 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist.  
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 17,595 107,578 84,560 5,743 3,503 218,979 16,176 78,656 454,290

Natural Gas Liquids and LRGs 944 5,533 3,539 196 239 10,451 689 2,394 18,106
Pentanes Plus 413 1,714 954 99 71 3,251 173 712 5,328
Liquefied Petroleum Gases 531 3,819 2,585 97 168 7,200 516 1,682 12,778

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 324 2,096 1,198 69 0 3,687 326 993 6,749
Isobutane 207 1,723 1,387 28 168 3,513 190 689 6,029

Other Liquids -2,639 -10,346 2,411 -51 -532 -11,157 -652 -30,869 -66,730
Other Hydrocarbons/Oxygenates 175 986 749 24 9 1,943 242 775 3,686

Other Hydrocarbons/Hydrogen 158 899 749 24 0 1,830 168 687 3,149
Oxygenates 17 87 0 0 9 113 74 88 537

 Fuel Ethanol (FE) 17 0 0 0 9 26 74 88 450
Methyl Tertiary Butyl Ether (MTBE) 0 87 0 0 0 87 0 0 87

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) -195 8,329 7,519 -77 233 15,809 -423 -1,323 20,171
Naphthas and Lighter -154 871 473 1 184 1,375 -59 -981 2,064
Kerosene and Light Gas Oils 85 -1,202 980 -13 20 -130 -311 378 222
Heavy Gas Oils 258 8,229 3,286 -19 29 11,783 49 -164 14,808
Residuum -384 431 2,780 -46 0 2,781 -102 -556 3,077

Motor Gasoline Blending Components (MGBC) (net) -2,619 -19,661 -5,857 2 -774 -28,909 -471 -30,321 -90,603
Reformulated -1,382 -16,112 -3,698 0 -733 -21,925 0 -28,596 -70,543

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -1,382 -16,112 -3,698 0 -733 -21,925 0 -28,596 -70,543

Conventional -1,237 -3,549 -2,159 2 -41 -6,984 -471 -1,725 -20,060
CBOB for Blending with Alcohol -908 -730 0 0 0 -1,638 -166 -2,796 -13,164
GTAB 0 0 0 0 0 0 0 0 0
Other -329 -2,819 -2,159 2 -41 -5,346 -305 1,071 -6,896

Aviation Gasoline Blending Components (net) 0 0 0 0 0 0 0 0 16

Total Input to Refineries 15,900 102,765 90,510 5,888 3,210 218,273 16,213 50,181 405,666

Atmospheric Crude Oil Distillation
Gross Input (daily average) 600 3,587 2,903 176 117 7,382 544 2,903 15,504
Operable Capacity (daily average) 670 4,016 3,318 213 122 8,338 598 3,190 17,436
Operable Utilization Rate (percent)b,c

89.5 89.3 87.5 82.5 96.0 88.5 90.9 91.0 88.9

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 166 1,398 1,168 17 38 2,789 162 664 5,249
Catalytic Hydrocracking 43 279 223 0 0 545 10 502 1,299
Delayed and Fluid Coking 6 672 513 13 0 1,203 39 398 1,981

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.92 1.97 1.59 1.69 0.54 1.71 1.31 1.25 1.46
API Gravity, Weighted Average (degrees) 37.61 27.73 29.0 29.80 39.38 29.26 32.91 28.31 30.01

Operable Capacity (daily average) 670 4,016 3,318 213 122 8,338 598 3,190 17,436
Operating 670 3,804 3,318 213 122 8,126 598 3,190 17,205
Idle 0 212 0 0 0 212 0 0 232

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 21,454 21,454

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, “Monthly Refinery Report.”
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