
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, December 2007
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 44,877 2,778 47,655 64,743 13,505 21,520 99,768

Natural Gas Liquids and LRGs 620 0 620 2,610 326 731 3,667
Pentanes Plus 0 0 0 252 199 277 728
Liquefied Petroleum Gases 620 0 620 2,358 127 454 2,939

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 220 0 220 1,358 97 101 1,556
Isobutane 400 0 400 1,000 30 353 1,383

Other Liquids -6,925 -28 -6,953 -11,129 -3,955 -73 -15,157
Other Hydrocarbons/Oxygenates 192 0 192 343 138 120 601

Other Hydrocarbons/Hydrogen 13 0 13 333 64 120 517
Oxygenates 179 0 179 10 74 0 84

 Fuel Ethanol (FE) 179 0 179 10 74 0 84
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 5,616 -16 5,600 4,084 44 5 4,133
Naphthas and Lighter 903 -37 866 1,164 -8 11 1,167
Kerosene and Light Gas Oils 2 0 2 810 -53 153 910
Heavy Gas Oils 2,438 21 2,459 2,401 141 207 2,749
Residuum 2,273 0 2,273 -291 -36 -366 -693

Motor Gasoline Blending Components (MGBC) (net) -12,733 -12 -12,745 -15,536 -4,137 -198 -19,871
Reformulated -11,767 0 -11,767 -9,159 -391 0 -9,550

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -11,767 0 -11,767 -9,159 -391 0 -9,550

Conventional -966 -12 -978 -6,377 -3,746 -198 -10,321
CBOB for Blending with Alcohol 0 0 0 -6,085 -2,930 0 -9,015
GTAB 0 0 0 0 0 0 0
Other -966 -12 -978 -292 -816 -198 -1,306

Aviation Gasoline Blending Components (net) 0 0 0 -20 0 0 -20

Total Input to Refineries 38,572 2,750 41,322 56,224 9,876 22,178 88,278

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,400 90 1,489 2,108 432 699 3,239
Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operable Utilization Rate (percent)b

86.3 89.6 86.5 89.5 97.9 88.3 90.3

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 657 16 673 714 138 188 1,040
Catalytic Hydrocracking 33 0 33 129 94 53 276
Delayed and Fluid Coking 90 0 90 175 64 86 325

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.78 1.50 0.82 1.29 2.36 1.25 1.43
API Gravity, Weighted Average (degrees) 32.52 31.43 32.46 32.50 26.35 34.14 32.02

Operable Capacity (daily average) 1,623 100 1,723 2,354 442 791 3,587
Operating 1,563 100 1,663 2,349 442 791 3,582
Idle 60 0 60 6 0 0 6

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, December 2007 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 18,941 106,873 90,748 5,688 3,279 225,529 16,573 81,475 471,000

Natural Gas Liquids and LRGs 935 5,629 3,489 174 300 10,527 662 2,418 17,894
Pentanes Plus 384 1,617 1,050 83 127 3,261 163 687 4,839
Liquefied Petroleum Gases 551 4,012 2,439 91 173 7,266 499 1,731 13,055

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 341 2,361 1,188 66 0 3,956 344 1,114 7,190
Isobutane 210 1,651 1,251 25 173 3,310 155 617 5,865

Other Liquids -2,327 -9,252 2,814 -140 -441 -9,346 -246 -31,936 -63,638
Other Hydrocarbons/Oxygenates 205 929 835 26 8 2,003 236 924 3,956

Other Hydrocarbons/Hydrogen 176 876 835 26 0 1,913 157 835 3,435
Oxygenates 29 53 0 0 8 90 79 89 521

 Fuel Ethanol (FE) 29 0 0 0 8 37 79 89 468
Methyl Tertiary Butyl Ether (MTBE) 0 53 0 0 0 53 0 0 53

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) 222 8,282 7,215 -138 332 15,913 167 1,256 27,069
Naphthas and Lighter 20 674 695 -73 294 1,610 99 -1,213 2,529
Kerosene and Light Gas Oils 112 -2,354 1,200 -29 34 -1,037 -223 28 -320
Heavy Gas Oils 189 10,028 2,509 16 4 12,746 386 2,061 20,401
Residuum -99 -66 2,811 -52 0 2,594 -95 380 4,459

Motor Gasoline Blending Components (MGBC) (net) -2,750 -18,463 -5,236 -28 -781 -27,258 -649 -34,116 -94,639
Reformulated -1,702 -16,203 -3,633 0 -845 -22,383 0 -30,608 -74,308

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -1,702 -16,203 -3,633 0 -845 -22,383 0 -30,608 -74,308

Conventional -1,048 -2,260 -1,603 -28 64 -4,875 -649 -3,508 -20,331
CBOB for Blending with Alcohol -855 -210 0 0 0 -1,065 -218 -3,581 -13,879
GTAB 0 0 0 0 0 0 0 0 0
Other -193 -2,050 -1,603 -28 64 -3,810 -431 73 -6,452

Aviation Gasoline Blending Components (net) -4 0 0 0 0 -4 0 0 -24

Total Input to Refineries 17,549 103,250 97,051 5,722 3,138 226,710 16,989 51,957 425,256

Atmospheric Crude Oil Distillation
Gross Input (daily average) 630 3,439 2,972 162 106 7,308 537 2,899 15,472
Operable Capacity (daily average) 670 4,016 3,318 213 122 8,338 598 3,190 17,436
Operable Utilization Rate (percent)b,c

94.0 85.6 89.6 75.8 87.0 87.6 89.8 90.9 88.7

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 182 1,440 1,113 17 16 2,768 166 733 5,381
Catalytic Hydrocracking 46 266 233 0 0 544 11 517 1,381
Delayed and Fluid Coking 6 559 533 12 0 1,110 33 450 2,008

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 1.02 1.95 1.64 1.75 0.52 1.72 1.33 1.27 1.48
API Gravity, Weighted Average (degrees) 38.28 28.60 28.90 29.78 38.70 29.72 32.48 28.09 30.29

Operable Capacity (daily average) 670 4,016 3,318 213 122 8,338 598 3,190 17,436
Operating 670 3,804 3,270 213 122 8,078 598 3,159 17,080
Idle 0 212 48 0 0 260 0 31 356

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 21,787 21,787

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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