
Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, May 2008
      (Thousand Barrels, Except Where Noted)

East Coast
Appalachian 

No. 1 Total IN, IL, KY MN, WI, ND, SD OK, KS, MO Total

Crude Oil 41,608 2,632 44,240 68,692 12,707 23,262 104,661

Natural Gas Liquids and LRGs 374 0 374 1,493 191 843 2,527
Pentanes Plus 0 0 0 468 132 385 985
Liquefied Petroleum Gases 374 0 374 1,025 59 458 1,542

Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 0 0 0 18 0 11 29
Isobutane 374 0 374 1,007 59 447 1,513

Other Liquids -4,542 109 -4,433 -12,260 -3,570 -835 -16,665
Other Hydrocarbons/Oxygenates 217 0 217 418 118 97 633

Other Hydrocarbons/Hydrogen 30 0 30 361 63 97 521
Oxygenates 187 0 187 57 55 0 112

 Fuel Ethanol (FE) 187 0 187 57 55 0 112
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0

All Other Oxygenatesa
0 0 0 0 0 0 0

Unfinished Oils (net) 5,766 108 5,874 3,883 -123 -878 2,882
Naphthas and Lighter 963 165 1,128 1,679 -89 -204 1,386
Kerosene and Light Gas Oils -93 0 -93 751 -128 -205 418
Heavy Gas Oils 2,386 -57 2,329 1,863 94 0 1,957
Residuum 2,510 0 2,510 -410 0 -469 -879

Motor Gasoline Blending Components (MGBC) (net) -10,525 1 -10,524 -16,561 -3,565 -54 -20,180
Reformulated -11,628 0 -11,628 -8,386 -338 0 -8,724

GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -11,628 0 -11,628 -8,386 -338 0 -8,724

Conventional 1,103 1 1,104 -8,175 -3,227 -54 -11,456
CBOB for Blending with Alcohol -508 0 -508 -7,494 -2,745 -1 -10,240
GTAB 0 0 0 0 0 0 0
Other 1,611 1 1,612 -681 -482 -53 -1,216

Aviation Gasoline Blending Components (net) 0 0 0 0 0 0 0

Total Input to Refineries 37,440 2,741 40,181 57,925 9,328 23,270 90,523

Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,316 85 1,401 2,237 411 751 3,400
Operable Capacity (daily average) 1,627 95 1,722 2,377 454 839 3,671
Operable Utilization Rate (percent)b

80.9 89.4 81.4 94.1 90.4 89.6 92.6

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 570 12 582 697 127 190 1,014
Catalytic Hydrocracking 34 0 34 135 97 48 280
Delayed and Fluid Coking 44 0 44 173 61 85 319

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.80 1.50 0.84 1.35 2.30 0.99 1.39
API Gravity, Weighted Average (degrees) 32.79 32.11 32.75 32.77 26.76 34.76 32.48

Operable Capacity (daily average) 1,627 95 1,722 2,377 454 839 3,671
Operating 1,547 95 1,642 2,372 454 839 3,665
Idle 80 0 80 6 0 0 6

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

Commodity

PAD District 1 PAD District 2

See footnotes at end of table.
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Table 29.  Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, May 2008 (Continued)
      (Thousand Barrels, Except Where Noted)

PAD Dist. 
4

PAD Dist. 
5

Texas 
Inland

Texas Gulf 
Coast

LA Gulf 
Coast N. LA, AR

New 
Mexico Total Rocky Mt.

West 
Coast U. S. Total

Crude Oil 18,676 113,059 89,402 6,307 2,841 230,285 17,443 77,381 474,010

Natural Gas Liquids and LRGs 887 4,756 2,676 119 179 8,617 477 1,760 13,755
Pentanes Plus 439 1,509 886 91 80 3,005 141 646 4,777
Liquefied Petroleum Gases 448 3,247 1,790 28 99 5,612 336 1,114 8,978

Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 260 1,021 477 0 0 1,758 113 539 2,439
Isobutane 188 2,226 1,313 28 99 3,854 223 575 6,539

Other Liquids -2,167 -11,256 1,480 -87 -283 -12,313 -273 -25,889 -59,573
Other Hydrocarbons/Oxygenates 240 1,136 797 31 24 2,228 266 1,174 4,518

Other Hydrocarbons/Hydrogen 159 1,121 797 31 6 2,114 191 1,095 3,951
Oxygenates 81 15 0 0 18 114 75 79 567

 Fuel Ethanol (FE) 81 0 0 0 18 99 75 79 552
Methyl Tertiary Butyl Ether (MTBE) 0 15 0 0 0 15 0 0 15

All Other Oxygenatesa
0 0 0 0 0 0 0 0 0

Unfinished Oils (net) -188 6,216 8,160 -85 -37 14,066 -341 4,001 26,482
Naphthas and Lighter 107 711 662 58 -66 1,472 22 364 4,372
Kerosene and Light Gas Oils 25 -1,945 1,120 -98 18 -880 -199 -317 -1,071
Heavy Gas Oils -276 6,992 4,626 3 11 11,356 167 3,722 19,531
Residuum -44 458 1,752 -48 0 2,118 -331 232 3,650

Motor Gasoline Blending Components (MGBC) (net) -2,218 -18,608 -7,477 -33 -270 -28,606 -198 -31,064 -90,572
Reformulated -994 -14,964 -4,188 0 -335 -20,481 0 -26,475 -67,308

GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -994 -14,964 -4,188 0 -335 -20,481 0 -26,475 -67,308

Conventional -1,224 -3,644 -3,289 -33 65 -8,125 -198 -4,589 -23,264
CBOB for Blending with Alcohol -979 -2,771 -2,445 0 0 -6,195 -130 -4,995 -22,068
GTAB 0 0 0 0 0 0 0 0 0
Other -245 -873 -844 -33 65 -1,930 -68 406 -1,196

Aviation Gasoline Blending Components (net) -1 0 0 0 0 -1 0 0 -1

Total Input to Refineries 17,396 106,559 93,558 6,339 2,737 226,589 17,647 53,252 428,192

Atmospheric Crude Oil Distillation
Gross Input (daily average) 610 3,653 2,975 191 92 7,521 565 2,742 15,629
Operable Capacity (daily average) 671 4,081 3,329 213 122 8,416 603 3,195 17,606
Operable Utilization Rate (percent)b,c

91.0 89.5 89.4 89.7 75.4 89.4 93.7 85.8 88.8

Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 151 1,318 1,094 17 24 2,604 167 685 5,052
Catalytic Hydrocracking 45 229 218 0 0 492 17 482 1,304
Delayed and Fluid Coking 6 633 444 14 0 1,097 43 443 1,947

Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.97 2.04 1.51 1.60 0.53 1.71 1.48 1.28 1.48
API Gravity, Weighted Average (degrees) 37.28 27.83 29.63 31.17 39.79 29.55 32.02 27.40 30.23

Operable Capacity (daily average) 671 4,081 3,329 213 122 8,416 603 3,195 17,606
Operating 671 4,081 3,304 213 122 8,391 603 3,160 17,461
Idle 0 0 25 0 0 25 0 35 146

Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 21,736 21,736

PAD District 3
Commodity

a Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for 
motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).
b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding.  Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, �Monthly Refinery Report.�
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