Table 29. Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, September 2008
(Thousand Barrels, Except Where Noted)

PAD District 1

PAD District 2

Commodity .
Appalachian
East Coast No. 1 Total IN, IL, KY | MN, WI, ND, SD | OK, KS, MO Total
Crude Oil 40,880 2,797 43,677 61,363 10,753 24,264 96,380
Natural Gas Liquids and LRGs 665 0 665 1,473 144 882 2,499
Pentanes Plus 0 0 0 402 106 401 909
Liquefied Petroleum Gases 665 0 665 1,071 38 481 1,590
Ethane 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0
Normal Butane 109 0 109 223 3 0 226
Isobutane 556 0 556 848 35 481 1,364
Other Liquids -5,695 -51 -5,746 -14,987 -3,350 -342 -18,679
Other Hydrocarbons/Oxygenates 171 0 171 436 86 108 630
Other Hydrocarbons/Hydrogen 18 0 18 289 38 97 424
Oxygenates 153 0 158 147 48 11 206
Fuel Ethanol (FE) 153 0 153 147 48 11 206
Methyl Tertiary Butyl Ether (MTBE) 0 0 0 0 0 0 0
All Other Oxygenates® 0 0 0 0 0 0 0
Unfinished Qils (net) 5,792 -42 5,750 1,923 203 -463 1,663
Naphthas and Lighter 770 -21 749 760 238 -47 951
Kerosene and Light Gas Oils -535 0 -535 4 -75 -30 -101
Heavy Gas Oils 2,974 -20 2,954 1,466 40 79 1,585
Residuum 2,583 -1 2,582 -307 0 -465 -772
Motor Gasoline Blending Components (MGBC) (net) -11,658 -9 -11,667 -17,346 -3,639 13 -20,972
Reformulated -12,271 0 -12,271 -7,658 -305 0 -7,963
GTAB 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -12,271 0 -12,271 -7,658 -305 0 -7,963
Conventional 613 -9 604 -9,688 -3,334 13 -13,009
CBOB for Blending with Alcohol -297 0 -297 -8,246 -2,728 0 -10,974
GTAB 0 0 0 0 0 0 0
Other 910 -9 901 -1,442 -606 13 -2,035
Aviation Gasoline Blending Components (net) 0 0 0 0 0 0 0
Total Input to Refineries 35,850 2,746 38,596 47,849 7,547 24,804 80,200
Atmospheric Crude Oil Distillation
Gross Input (daily average) 1,329 93 1,422 2,061 360 808 3,228
Operable Capacity (daily average) 1,627 95 1,722 2,381 454 839 3,674
Operable Utilization Rate (percent)® 81.7 98.1 82.6 86.6 79.1 96.3 87.9
Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 652 15 667 640 106 205 951
Catalytic Hydrocracking 39 0 39 119 84 59 262
Delayed and Fluid Coking 92 0 92 157 37 90 284
Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.88 1.78 0.94 1.27 1.98 1.04 1.29
API Gravity, Weighted Average (degrees) 31.70 30.56 31.63 32.89 27.41 34.78 32.77
Operable Capacity (daily average) 1,627 95 1,722 2,381 454 839 3,674
Operating 1,547 95 1,642 2,375 454 839 3,669
Idle 80 0 80 6 0 0 6
Alaskan Crude Oil Receipts 0 0 0 0 0 0 0

See footnotes at end of table.
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Table 29. Refinery Net Input of Crude Oil and Petroleum Products by PAD and Refining Districts, September 2008 (Continued)

(Thousand Barrels, Except Where Noted)

PAD Dist. | PAD Dist.
PAD District 3 4 5
Commodity
Texas | Texas Gulf | LA Gulf New West
Inland Coast Coast |N.LA, AR| Mexico Total Rocky Mt.| Coast |U.S. Total
Crude Oil 18,329 58,899 60,364 5,848 3,258 146,698 16,277 79,750 382,782
Natural Gas Liquids and LRGs 971 2,934 2,032 105 165 6,207 497 1,829 11,697
Pentanes Plus 467 819 722 64 4 2,076 174 666 3,825
Liquefied Petroleum Gases 504 2,115 1,310 41 161 4,131 323 1,163 7,872
Ethane 0 0 0 0 0 0 0 0 0
Propane 0 0 0 0 0 0 0 0 0
Normal Butane 289 1,070 564 0 0 1,923 130 641 3,029
Isobutane 215 1,045 746 41 161 2,208 193 522 4,843
Other Liquids -1,961 -7,409 -2,092 138 -414 -11,738 =773 -27,867 -64,803
Other Hydrocarbons/Oxygenates 267 738 666 25 26 1,722 282 1,228 4,033
Other Hydrocarbons/Hydrogen 175 727 647 25 8 1,582 197 1,108 3,329
Oxygenates 92 11 19 0 18 140 85 120 704
Fuel Ethanol (FE) 92 0 19 0 18 129 85 120 693
Methyl Tertiary Butyl Ether (MTBE) 0 11 0 0 0 11 0 0 11
All Other Oxygenates® 0 0 0 0 0 0 0 0 0
Unfinished Qils (net) 45 4,658 6,436 166 224 11,529 -473 1,838 20,307
Naphthas and Lighter 205 864 293 32 182 1,576 -80 -507 2,689
Kerosene and Light Gas Oils 12 -1,039 253 42 8 -724 -279 306 -1,333
Heavy Gas Oils -131 4,436 4,189 130 34 8,658 10 1,652 14,859
Residuum -41 397 1,701 -38 0 2,019 -124 387 4,092
Motor Gasoline Blending Components (MGBC) (net) -2,274 -12,805 -9,194 -53 -664 -24,990 -582 -30,933 -89,144
Reformulated -1,273 -9,144 -2,441 0 -670 -13,528 0 -25,311 -59,073
GTAB 0 0 0 0 0 0 0 0 0
RBOB for Blending with Ether 0 0 0 0 0 0 0 0 0
RBOB for Blending with Alcohol -1,273 -9,144 -2,441 0 -670 -13,528 0 -25,311 -59,073
Conventional -1,001 -3,661 -6,753 -53 6 -11,462 -582 -5,622 -30,071
CBOB for Blending with Alcohol -926 -3,427 -4,902 0 0 -9,255 -278 -5,483 -26,287
GTAB 0 0 0 0 0 0 0 0 0
Other -75 -234 -1,851 -53 6 -2,207 -304 -139 -3,784
Aviation Gasoline Blending Components (net) 1 0 0 0 0 1 0 0 1
Total Input to Refineries 17,339 54,424 60,304 6,091 3,009 141,167 16,001 53,712 329,676
Atmospheric Crude Oil Distillation
Gross Input (daily average) 623 2,019 2,099 184 109 5,034 547 2,907 13,139
Operable Capacity (daily average) 671 4,081 3,329 213 122 8,416 603 3,195 17,610
Operable Utilization Rate (percent)>® 92.9 49.5 63.1 86.2 89.3 59.8 90.6 91.0 74.6
Downstream Processing
Fresh Feed Input (daily average)
Catalytic Cracking 160 808 814 18 34 1,833 157 693 4,302
Catalytic Hydrocracking 51 190 146 0 0 387 14 522 1,224
Delayed and Fluid Coking 33 374 318 11 0 736 58 522 1,691
Crude Oil Qualities
Sulfur Content, Weighted Average (percent) 0.92 1.99 1.66 1.77 0.56 1.68 1.41 1.40 1.43
API Gravity, Weighted Average (degrees) 37.0 27.82 29.64 29.97 39.16 30.05 32.32 27.30 30.44
Operable Capacity (daily average) 671 4,081 3,329 213 122 8,416 603 3,195 17,610
Operating 671 4,081 3,304 213 122 8,391 603 3,145 17,449
Idle 0 0 25 0 0 25 0 50 161
Alaskan Crude Oil Receipts 0 0 0 0 0 0 0 18,075 18,075

2 Includes ethyl tertiary butyl ether (ETBE), tertiary amyl methyl ether (TAME), tertiary butyl alcohol (TBA), and other aliphatic alcohols and ethers intended for

motor gasoline blending (e.g., isopropyl ether (IPE) or n-propanol).

b Represents gross input divided by operable calendar day capacity.
Notes: Totals may not equal sum of components due to independent rounding. Refer to Appendix A for Refining District descriptions.
Source: Energy Information Administration (EIA) Form EIA-810, “Monthly Refinery Report.”
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